* X/ Lithium Iron Phosphate Battery

Vo V-LFP12V240Ah
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Overview Battery Specification
The V-LFP12V240AH rechargeable
battery is optimized for low rate application Nominal VVoltage 12.8
which regiures high energy density. Nominal Capacity /Ah (25° C , 0.2C) =240
Weight (approximate)/K 34.2
Features feignt (@pp S —
« High enerqy density Dimension L*W*H /mm 520269208
» Automatic protection with battery Terminal F12
management system internally
* Low self-discharge Voltage window/V 9.2 to 14.6
e Long cycle life Float charge voltage/VV 13.8
* Excellent performance in all the operating Max. continue discharge current/A 50
temperature Max. pulse discharge current/A 100A 10Sec.
Max. continue charge current/A 50
Terminal
Cycle life (+20C 0.2C 100%DOD) >2500 Cycles
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1 Charge 0T to 60C
i i {[ Storage temperature 0 to 30C
oy 7 Storage duration 12 months at 25°C
F ) l " Safety standard ule42 at cell level
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151 2 —|60C]o2c 7000
14.4 = Z‘SE e 6000
136 —p20°C} 0.2C| o)
S 128 1 BEEE 5T
gk — — 5 4000
> 112 2
\ £ 3000
18; \ \\ : 2000
e \ \ \ —
810 20 30 20 50 60 70 8 90 100 110 %05 s0 70 80 90 100
Capacityin % Depth of Discharge(%DOD)
0.2C CC-CV charge characteristic Self-discharge characteristic
16 0.3 110
15 0.25
o 1 I — AT 02 2 ;gg 3 ]
g1 | 0158 38 N ~]
§ 12 \ 01 g § ;g 40C 0t TN 20T T~
1 \ 08 © g
10 0 (4] 40
30
0 20 40 60 80 100 120 0 2 4 6 8 1012 14 16 18 20 22 24
Charge capacity/Discharging capacity(%) Storage time (months)

VISION ERDUF’/ ShenzhenCenterPowerTech.Co.Ltd,./STOCKCODE:002733 /www.vision—batt.com



